
IDAHO TRANSPORTATION DEPARTMENT
BRIDGE OVERWEIGHT REPORT – From 2002 Permanent Weigh-In-Motion Data

Based on Federal Bridge Weight Formula
District 1 - Hayden - US95 - 2.4 Mi. N. C/L

Monday 1 April Thru Tuesday 30 April 2002
Total Commercial Traffic – All Lanes Included

Vehicle Violations

No Violations Violations Percent Over Maximum Allowed

Veh
Type

Total
Weighed Number

% Total
Weighed Number

% Total
Weighed 0 – 5 5 – 10 10 – 20 20 – 30 Over 30

SINGLE UNIT TRUCKS

5 2 – Axle, 6 – Tire 1206 1194 99.0 12 1.0 1 4 7 0 0

6 3 – Axle 584 529 90.6 55 9.4 23 3 16 4 9

7 4 – Axle or More 7 5 71.4 2 28.6 0 0 0 1 1

SINGLE TRAILER TRUCKS

8 4 – Axle or Less 346 323 93.4 23 6.6 12 4 5 0 2

9 5 – Axle 1276 1102 86.4 174 13.6 60 27 37 21 29

10 6 – Axle or More 663 536 80.8 127 19.2 27 20 30 11 39

DOUBLE TRAILER TRUCKS

11 5 – Axle or Less 11 10 90.9 1 9.1 0 0 0 1 0

12 6 – Axle 8 7 87.5 1 12.5 0 0 0 1 0

13 7 – Axle or More 78 66 84.6 12 15.4 7 4 0 0 1

TRIPLE TRAILER TRUCKS

14 6 – Axle or More

Total Vehicles 4179 3772 90.3 407 9.7 130 62 95 39 81

Percent of Total Violations 31.9 15.2 23.3 9.6 19.9

Axle Violations

Single Axles Tandem Axles Tridem Axles

Violations Violations Violations

Veh
Type

Total
Axles Total Number

% Total
Axles Total Number

% Total
Axles Total Number

% Total
Axles

SINGLE UNIT TRUCKS

5 2 – Axle, 6 – Tire 2412 2412 12 0.5 0 0 0.0 0 0 0.0

6 3 – Axle 1752 584 1 0.2 584 49 8.4 0 0 0.0

7 4 – Axle or More 28 11 0 0.0 4 0 0.0 3 2 66.7

SINGLE TRAILER TRUCKS

8 4 – Axle or Less 1207 887 19 2.1 160 8 5.0 0 0 0.0

9 5 – Axle 6380 1682 13 0.8 2343 172 7.3 4 0 0.0

10 6 – Axle or More 4452 863 2 0.2 635 29 4.6 773 98 12.7

DOUBLE TRAILER TRUCKS

11 5 – Axle or Less 55 55 1 1.8 0 0 0.0 0 0 0.0

12 6 – Axle 48 32 3 9.4 8 0 0.0 0 0 0.0

13 7 – Axle or More 600 230 1 0.4 152 6 3.9 22 1 4.5

TRIPLE TRAILER TRUCKS

14 6 – Axle or More

Total Axles 16934 6756 52 0.8 3886 264 6.8 802 101 12.6


